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Front cover 
replacement 
compatibility

Reinforced
terminal box

Reinforced 
bearings

Sophisticated protection 
of the IP55 terminal block cover

Steel fan cover

High efficiency thanks to 
advanced modern technologies

Carefully designed frame for 
increased cooling efficiency

Possibility of the widest 
range of designs 
and accessories

AL SERIES
low-voltage electric motors for general and heavy industryMotors in AL version -

Kinetics AL Class

Types: 1AL, 2AL, 3AL, 4AL, 5AL
Power from 0,12 to 18,5 kW
Efficiency classes IE1, IE2, IE3, IE4
Reinforced terminal box

Axial heights: 56 and 160 mm
Steel fan cover
Rated frequency 50Hz, 60Hz, 87Hz
Protection IP55, IP56, IP65

Voltage system 230/400/690 V
Cooling IC411
Insulation class F
Compact feet

Superior protection - IP55

Compatible feet



AL SERIES

Power:

Speed:

Frame size:

Voltage:

Freqeuency:

Protection class:

Efficiency class:

Insulation class:

Color:

Mounting:

Cooling type:

Temperature:

Instalation height:

Frame material:

Direction of rotation:

0.06 - 22 kW

3000 / 1500 / 1000 / (750) rpm

56 - 160

230/400 V, 400/690 V, 500 V

50 / 60 Hz

IP55

IE1 (Standard efficiency), IE2 (High efficiency), 

IE3 (Premium efficiency), IE4 (Super premium ef.)

IE5 (Ultra high efficiency)

F/B

RAL 7030 (stone grey)

IM B3, IM B35, IM B5, IM B14, IM B34

IC 411 cooling (TENV), IC 416 cooling (TEFV)

-20 °C to +40 °C

1000 m above sea level

aluminium

right/left



Electric motors for standard and heavy duty in a cast iron frame

LC Series



LC SERIES
performance in robustnessElectric motors in LC version -

Kinetics LC Class

Cast iron frame
Top motors with high overload capacity
Heavy industrial processes
Full range of optional accessories
Power from 0,12 kW to 1000 kW
Efficiency classes IE1, IE2, IE3, IE4, IE5

Axial heights: 1LP, 2LP, 3LP - 71 to 160 mm
                         1LC, 2LC, 3LC - 180 to 355 mm
                                           4LD - 355 - 450 mm
Nominal frequency 50 Hz, 60 Hz, 87 Hz
Protection IP 54, 55, 56, 65, 66
Voltage system 230/400V, 500V, 400/690V

Cooling IC411, (IC511 special)
Insulation classes F, H
Bearing relubrication system
Thermal protection - PTC thermistors
Steel fan cover
Reinforced terminal block cover

High protection against dust 
and water up to IP66

Design
compatibility

Full range of optional
accessories

Reinforced bearings

Maximum security of the terminal box

Reinforced
terminal box

Steel fan cover

Strong cast iron shields
Increased copper
content for maximum
efficiency IE1 to IE4

Reinforced cast iron feet

Reinforced robust
alloy construction



LC SERIES

Power:

Speed:

Frame size:

Voltage:

Frequency:

Protection class:

Efficiency class:

Insulation class:

Color:

Mounting:

Cooling type:

Temperature:

Installation height:

Frame material:

Direction of rotation:

15 - 400 kW

3000 / 1500 / 1000 / (750) rpm

160 - 355

230/400 V, 400/690 V, 500 V

50 / 60 Hz

IP55

IE1 (Standard efficiency), IE2 (High efficiency), 

IE3 (Premium efficiency), IE4 (Super premium ef.).

IE5 (Ultra high efficiency)

F/B

RAL 7030 (stone gray)

IM B3, IM B35, IM B5, IM B14, IM B34

IC 411 cooling (TENV), IC 416 cooling (TEFV)

-20 °C to +40 °C

1000 m above sea level

cast iron

right/left







Electric motors for standard and heavy duty in an aluminium frame

5AL Series



Technical data 5AL

LRT BDTLRAη Power factor

Type kW 400V r/min RLT RLTRLA(%) (cosΦ)

Power

Frame
 reference
 and size

Output
power Full load current at

rated voltage

Full load speed
in revolutions 

per minute

Direct on
line starting

torque
ratio

Direct on
line pull out

torque
ratio

Direct on
line starting
current ratio

Efficiency
Power
factor

Speed

NO.

Noise

LwdB (A)

Amps (A)

Noise

kW

Power

Rated
power

1 5AL-80M1-2 0,75 1,6 2915 86,3 0,83 2,47 2,2 8,5 2,3 64

2 5AL-80M2-2 1,1 2,3 2910 87,8 0,83 3,62 2,2 8,5 2,3 64

3 5AL-90S-2 1,5 3 2905 88,9 0,85 4,92 2,2 9 2,3 69

4 5AL-90L-2 2,2 4,3 2910 90,2 0,86 7,22 2,2 9 2,3 69

5 5AL-100L-2 3 5,8 2930 91,1 0,87 9,78 2,2 9,5 2,3 76

6 5AL-112M-2 4 7,5 2930 91,8 0,88 13 2,2 9,5 2,3 79

7 5AL-132S1-2 5,5 10,3 2955 92,6 0,88 17,8 2 9,5 2,3 81

8 5AL-132S2-2 7,5 13,7 2955 93,3 0,89 24,2 2 9,5 2,3 81

9 5AL-160M1-2 11 20 2975 94 0,89 35,3 2 9,5 2,3 83

10 5AL-160M2-2 15 27,1 2970 94,5 0,89 48,2 2 9,5 2,3 83

11 5AL-160L-2 18,5 33,3 2970 94,9 0,89 59,5 2 9,5 2,3 83

1 5AL-80M1-4 0,55 1,3 1455 86,7 0,74 3,6 2,4 6,6 2,3 61

2 5AL-80M2-4 0,75 1,7 1455 88,2 0,74 4,9 2,3 8,5 2,3 61

3 5AL-90S-4 1,1 2,5 1460 89,5 0,75 7,2 2,3 8,5 2,3 64

4 5AL-90L-4 1,5 3,3 1460 90,4 0,76 9,8 2,3 9 2,3 64

5 5AL-100L1-4 2,2 4,6 1470 91,4 0,79 14,3 2,3 9 2,3 69

6 5AL-100L2-4 3 6,2 1470 92,1 0,8 19,5 2,3 9,5 2,3 69

7 5AL-112M-4 4 8,2 1470 92,8 0,8 26 2,3 9,5 2,3 70

8 5AL-132S-4 5,5 11,2 1480 93,4 0,8 35,5 2 9,5 2,3 76

9 5AL-132M-4 7,5 15,0 1475 94,0 0,81 48,6 2 9,5 2,3 76

10 5AL-160M-4 11 21,3 1485 94,6 0,83 70,7 2 9,5 2,3 78

11 5AL-160L-4 15 28,5 1485 95,1 0,84 96,5 2 9,5 2,3 78

2 poles electric motors

4 poles electric motors



Technical data 5AL

LRT BDTLRAη Power factor

Type kW 400V r/min RLT RLTRLA(%) (cosΦ)

Power

Frame
 reference
 and size

Output
power Full load current at

rated voltage

Full load speed
in revolutions 

per minute

Direct on
line starting

torque
ratio

Direct on
line pull out

torque
ratio

Direct on
line starting
current ratio

Efficiency
Power
factor

Speed

NO.

Noise

LwdB (A)

Amps (A)

Noise

kW

Power

Rated
power

6 poles electric motors
1 5AL-80M1-6 0,37 1 950 81,6 0,68 3,76 1,9 6 2,1 61

2 5AL-80M2-6 0,55 1,5 950 84,2 0,68 5,59 1,9 6 2,1 61

3 5AL-90S-6 0,75 1,9 965 85,7 0,7 7,38 2,1 7,5 2,1 64

4 5AL-90L-6 1,1 2,7 970 87,2 0,7 10,8 2,1 7,5 2,1 64

5 5AL-100L-6 1,5 3,6 980 88,4 0,71 14,6 2,1 7,5 2,1 68

6 5AL-112M-6 2,2 5,2 980 89,7 0,71 21,4 2,1 7,5 2,1 72

7 5AL-132S-6 3 7,1 980 90,6 0,71 29,1 2 7,5 2,1 76

8 5AL-132M1-6 4 9,2 985 91,4 0,72 38,8 2 8 2,1 76

9 5AL-132M2-6 5,5 12,6 985 92,2 0,72 53,3 2 8 2,1 76

10 5AL-160M-6 7,5 16,1 985 92,9 0,76 72,7 2 8 2,1 80

11 5AL-160L-6 11 23,2 985 93,7 0,77 107 2 8,5 2,1 80

1 5AL-100L1-8 0,75 2,1 720 82 0,66 9,95 2 7 2,0 67

2 5AL-100L2-8 1,1 3 720 84 0,67 14,6 2 7 2,0 67

3 5AL-112M-8 1,5 3,9 720 85,5 0,69 19,9 2 7 2 69

4 5AL-132S-8 2,2 5,5 730 87,2 0,7 28,6 1,8 7,5 2 72

5 5AL-132M-8 3 7,4 730 88,4 0,7 39,0 1,8 7,8 2,0 72

6 5AL-160M1-8 4 9,6 735 89,4 0,71 52 1,8 7,9 2 76

7 5AL-160M2-8 5,5 12,8 735 90,4 0,72 71,5 1,8 8,1 2,0 76

8 5AL-160L-8 7,5 16,9 735 91,3 0,74 97,5 1,8 7,8 2 76

8 poles electric motors



5LC Series
Electric motors for standard and heavy duty in a cast iron frame



Technical data 5LC

LRT BDTLRAη Power factor

Type kW 400V r/min RLT RLTRLA(%) (cosΦ)

Power

Frame
 reference
 and size

Output
power Full load current at

rated voltage

Full load speed
in revolutions 

per minute

Direct on
line starting

torque
ratio

Direct on
line pull out

torque
ratio

Direct on
line starting
current ratio

Efficiency
Power
factor

Speed

NO.

Noise

LwdB (A)

Amps (A)

Noise

kW

Power

Rated
power

2 poles electric motors
1 5LC-80M1-2 0,75 1,6 2915 86,3 0,83 2,47 2,2 8,5 2,3 64

2 5LC-80M2-2 1,1 2,3 2910 87,8 0,83 3,62 2,2 8,5 2,3 64

3 5LC-90S-2 1,5 3 2905 88,9 0,85 4,92 2,2 9 2,3 69

4 5LC-90L-2 2,2 4,3 2910 90,2 0,86 7,22 2,2 9 2,3 69

5 5LC-100L-2 3 5,8 2930 91,1 0,87 9,78 2,2 9,5 2,3 76

6 5LC-112M-2 4 7,5 2930 91,8 0,88 13 2,2 9,5 2,3 79

7 5LC-132S1-2 5,5 10,3 2955 92,6 0,88 17,8 2 9,5 2,3 81

8 5LC-132S2-2 7,5 13,7 2955 93,3 0,89 24,2 2 9,5 2,3 81

9 5LC-160M1-2 11 20 2975 94 0,89 35,3 2 9,5 2,3 83

10 5LC-160M2-2 15 27,1 2970 94,5 0,89 48,2 2 9,5 2,3 83

11 5LC-160L-2 18,5 33,3 2970 94,9 0,89 59,5 2 9,5 2,3 83

12 5LC-180M-2 22 39,5 2975 95,1 0,89 70,6 2 9,5 2,3 85

13 5LC-200L1-2 30 53,6 2975 95,5 0,89 96,3 2 9 2,3 86

14 5LC-200L2-2 37 65,9 2975 95,8 0,89 119 2 9 2,3 86

15 5LC-225M-2 45 80 2980 96 0,89 144 2 9 2,3 88

16 5LC-250M-2 55 97,6 2980 96,2 0,89 176 2 9 2,3 91

17 5LC-280S-2 75 132,7 2985 96,5 0,89 240 1,8 8,5 2,3 93

18 5LC-280M-2 90 159,1 2990 96,6 0,89 287 1,8 8,5 2,3 93

19 5LC-315S-2 110 194 2985 96,8 0,89 352 1,8 8,5 2,3 94

20 5LC-315M-2 132 232,6 2985 96,9 0,89 422 1,8 8,5 2,3 94

21 5LC-315L1-2 160 281,6 2985 97,0 0,89 512 1,8 8,5 2,2 94

22 5LC-315L2-2 200 351,3 2985 97,2 0,89 640 1,8 8,5 2,2 94

23 5LC-355M-2 250 429,4 2985 97,2 0,91 800 1,6 8,5 2,2 99

24 5LC-355L-2 315 541,1 2985 97,2 0,91 1008 1,6 8,5 2,2 99



Technical data 5LC

LRT BDTLRAη Power factor

Type kW 400V r/min RLT RLTRLA(%) (cosΦ)

Power

Frame
 reference
 and size

Output
power Full load current at

rated voltage

Full load speed
in revolutions 

per minute

Direct on
line starting

torque
ratio

Direct on
line pull out

torque
ratio

Direct on
line starting
current ratio

Efficiency
Power
factor

Speed

NO.

Noise

LwdB (A)

Amps (A)

Noise

kW

Power

Rated
power

4 poles electric motors
1 5LC-80M1-4 0,55 1,3 1455 86,7 0,74 3,6 2,4 6,6 2,3 61

2 5LC-80M2-4 0,75 1,7 1455 88,2 0,74 4,9 2,3 8,5 2,3 61

3 5LC-90S-4 1,1 2,5 1460 89,5 0,75 7,2 2,3 8,5 2,3 64

4 5LC-90L-4 1,5 3,3 1460 90,4 0,76 9,8 2,3 9 2,3 64

5 5LC-100L1-4 2,2 4,6 1470 91,4 0,79 14,3 2,3 9 2,3 69

6 5LC-100L2-4 3 6,2 1470 92,1 0,8 19,5 2,3 9,5 2,3 69

7 5LC-112M-4 4 8,2 1470 92,8 0,8 26 2,3 9,5 2,3 70

8 5LC-132S-4 5,5 11,2 1480 93,4 0,8 35,5 2 9,5 2,3 76

9 5LC-132M-4 7,5 15,0 1475 94,0 0,81 48,6 2 9,5 2,3 76

10 5LC-160M-4 11 21,3 1485 94,6 0,83 70,7 2 9,5 2,3 78

11 5LC-160L-4 15 28,5 1485 95,1 0,84 96,5 2 9,5 2,3 78

12 5LC-180M-4 18,5 34,7 1485 95,3 0,85 119 2 9,5 2,3 80

13 5LC-180L-4 22 41,2 1485 95,5 0,85 141 2 9,5 2,3 80

14 5LC-200L-4 30 55,9 1485 95,9 0,85 193 2 9 2,3 80

15 5LC-225S-4 37 68,8 1490 96,1 0,85 237 2 9 2,3 81

16 5LC-225M-4 45 83,5 1490 96,3 0,85 288 2 9 2,3 81

17 5LC-250M-4 55 100,7 1490 96,5 0,86 353 2 9 2,3 82

18 5LC-280S-4 75 135,5 1490 96,7 0,87 479 2 8,5 2,3 83

19 5LC-280M-4 90 160,4 1490 96,9 0,88 577 2 8,5 2,3 83

20 5LC-315S-4 110 193,6 1490 97 0,89 705 1,8 8,5 2,2 91

21 5LC-315M-4 132 232,1 1490 97,1 0,89 846 1,8 8,5 2,2 91

22 5LC-315L1-4 160 277,9 1490 97,2 0,90 1026 1,8 8,5 2,2 91

23 5LC-315L2-4 200 346,7 1490 97,4 0,9 1282 1,8 8,5 2,2 91

24 5LC-355M-4 250 433,3 1495 97,4 0,9 1602 1,8 8,5 2,2 94

25 5LC-355L-4 315 546 1495 97,4 0,9 2019 1,8 8,5 2,2 94



Technical data 5LC

LRT BDTLRAη Power factor

Type kW 400V r/min RLT RLTRLA(%) (cosΦ)

Power

Frame
 reference
 and size

Output
power Full load current at

rated voltage

Full load speed
in revolutions 

per minute

Direct on
line starting

torque
ratio

Direct on
line pull out

torque
ratio

Direct on
line starting
current ratio

Efficiency
Power
factor

Speed

NO.

Noise

LwdB (A)

Amps (A)

Noise

kW

Power

Rated
power

6 poles electric motors
1 5LC-80M1-6 0,37 1 950 81,6 0,68 3,76 1,9 6 2,1 61

2 5LC-80M2-6 0,55 1,5 950 84,2 0,68 5,59 1,9 6 2,1 61

3 5LC-90S-6 0,75 1,9 965 85,7 0,7 7,38 2,1 7,5 2,1 64

4 5LC-90L-6 1,1 2,7 970 87,2 0,7 10,8 2,1 7,5 2,1 64

5 5LC-100L-6 1,5 3,6 980 88,4 0,71 14,6 2,1 7,5 2,1 68

6 5LC-112M-6 2,2 5,2 980 89,7 0,71 21,4 2,1 7,5 2,1 72

7 5LC-132S-6 3 7,1 980 90,6 0,71 29,1 2 7,5 2,1 76

8 5LC-132M1-6 4 9,2 985 91,4 0,72 38,8 2 8 2,1 76

9 5LC-132M2-6 5,5 12,6 985 92,2 0,72 53,3 2 8 2,1 76

10 5LC-160M-6 7,5 16,1 985 92,9 0,76 72,7 2 8 2,1 80

11 5LC-160L-6 11 23,2 985 93,7 0,77 107 2 8,5 2,1 80

12 5LC-180L-6 15 30,2 990 94,3 0,8 145 2 8,5 2,1 79

13 5LC-200L1-6 18,5 37,1 990 94,6 0,8 178 2 8,5 2,1 79

14 5LC-200L2-6 22 43,5 990 94,9 0,81 212 2 8,5 2,1 79

15 5LC-225M-6 30 58,3 990 95,3 0,82 289 2 8,3 2,1 80

16 5LC-250M-6 37 70,8 990 95,6 0,83 357 2 8,3 2,1 82

17 5LC-280S-6 45 86 990 95,8 0,83 432 2 8,5 2 84

18 5LC-280M-6 55 103,6 990 96 0,84 528 2 8,5 2 84

19 5LC-315S-6 75 140,9 990 96,3 0,84 723 1,6 8 2 88

20 5LC-315M-6 90 166,7 990 96,5 0,85 868 1,6 8 2 88

21 5LC-315L1-6 110 203,5 990 96,6 0,85 1061 1,6 8 2 88

22 5LC-315L2-6 132 240,9 990 96,8 0,86 1273 1,6 8 2 88

23 5LC-355M1-6 160 291,7 995 96,9 0,86 1543 1,6 8 2 89

24 5LC-355M2-6 200 364,3 995 97,0 0,86 1920 1,6 8 2,0 89



Technical data 5LC

LRT BDTLRAη Power factor

Type kW 400V r/min RLT RLTRLA(%) (cosΦ)

Power

Frame
 reference
 and size

Output
power Full load current at

rated voltage

Full load speed
in revolutions 

per minute

Direct on
line starting

torque
ratio

Direct on
line pull out

torque
ratio

Direct on
line starting
current ratio

Efficiency
Power
factor

Speed

NO.

Noise

LwdB (A)

Amps (A)

Noise

kW

Power

Rated
power

8 poles electric motors
1 5LC-100L1-8 0,75 2,1 720 82 0,66 9,95 2 7 2,0 67

2 5LC-100L2-8 1,1 3 720 84 0,67 14,6 2 7 2,0 67

3 5LC-112M-8 1,5 3,9 720 85,5 0,69 19,9 2 7 2 69

4 5LC-132S-8 2,2 5,5 730 87,2 0,7 28,6 1,8 7,5 2 72

5 5LC-132M-8 3 7,4 730 88,4 0,7 39,0 1,8 7,8 2,0 72

6 5LC-160M1-8 4 9,6 735 89,4 0,71 52 1,8 7,9 2 76

7 5LC-160M2-8 5,5 12,8 735 90,4 0,72 71,5 1,8 8,1 2,0 76

8 5LC-160L-8 7,5 16,9 735 91,3 0,74 97,5 1,8 7,8 2 76

9 5LC-180L-8 11 24,5 735 92,2 0,74 143 1,8 7,9 2 77

10 5LC-200L-8 15 32,7 740 92,9 0,75 194 1,8 8 2 80

11 5LC-225S-8 18,5 40,2 740 93,3 0,75 239 1,8 8,1 2 80

12 5LC-225M-8 22 47 740 93,6 0,76 284 1,8 8,3 2 80

13 5LC-250M-8 30 62,9 740 94,1 0,77 387 1,8 7,9 2 82

14 5LC-280S-8 37 76,3 740 94,4 0,78 474 1,8 7,9 2 83

15 5LC-280M-8 45 92,6 740 94,7 0,78 577 1,8 7,9 2 83

16 5LC-315S-8 55 110,1 740 94,9 0,80 715 1,6 8,2 2 88

17 5LC-315M-8 75 149,5 740 95,3 0,8 974 1,6 7,6 2 88

18 5LC-315L1-8 90 176,8 740 95,5 0,81 1169 1,6 7,7 2 88

19 5LC-315L2-8 110 215,6 740 95,7 0,81 1429 1,6 7,7 2 88

20 5LC-355M1-8 132 258,2 740 95,9 0,81 1715 1,6 7,7 2 94

21 5LC-355M2-8 160 308,5 740 96,1 0,82 2065 1,6 7,7 2 94

22 5LC-355L-8 200 384,8 740 96,3 0,82 2581 1,6 7,8 2 94



Mounting and overall dimensions

Frame 

size
A B C D E F G H K M N P R S AB AC AD HD L

80M 125 100 50 19 40 6 15,5 80 10 165 130 200 0 12 3,5 165 156 122 168 390

90S 140 100 56 24 50 8 20 90 10 165 130 200 0 12 3,5 180 175 138 185 415

90L 140 125 56 24 50 8 20 90 10 165 130 200 0 12 3,5 180 175 138 185 465

100L 160 140 63 28 60 8 24 100 12 215 180 250 0 14,5 4 205 196 150 238 508

112M 190 140 70 28 60 8 24 112 12 215 180 250 0 14,5 4 230 220 160 260 530

132S 216 140 89 38 80 10 33 132 12 265 230 300 0 14,5 4 270 255 200 313 570

132M 216 178 89 38 80 10 33 132 12 265 230 300 0 14,5 4 270 255 200 313 610

160M 254 210 108 42 110 12 37 160 14,5 300 250 350 0 18,5 5 320 315 252 385 700

160L 254 254 108 42 110 12 37 160 14,5 300 250 350 0 18,5 5 320 315 252 385 750

180M 279 241 121 48 110 14 42,5 180 14,5 300 250 350 0 18,5 5 355 360 270 415 835

180L 279 279 121 48 110 14 42,5 180 14,5 300 250 350 0 18,5 5 355 360 270 415 885

200L 318 305 133 55 110 16 49 200 18,5 350 300 400 0 18,5 5 395 400 308 468 780

225S 356 286 149 60 140 18 53 225 18,5 400 350 450 0 18,5 5 435 445 330 520 880

225M-2 356 311 149 55 110 16 49 225 18,5 400 350 450 0 18,5 5 435 445 330 520 980

225M-4-6 356 311 149 60 140 18 53 225 18,5 400 350 450 0 18,5 5 435 445 330 520 980

T

Mounting Dimensions Overall Dimensions



Mounting and overall dimensions

Frame 

size
A B C D E F G H K M N P R S AB AC AD HD L

250M-2 406 349 168 60 140 18 53 250 24 500 450 550 0 18,5 5 490 490 360 570 980

250M-4-6 406 349 168 65 140 18 58 250 24 500 450 550 0 18,5 5 490 490 360 570 980

280S-2 457 368 190 65 140 18 58 280 24 500 450 550 0 18,5 5 550 550 405 630 1080

280S-4-6 457 368 190 75 140 20 67,5 280 24 500 450 550 0 18,5 5 550 550 405 630 1080

280M-2 457 419 190 65 140 18 58 280 24 500 450 550 0 18,5 5 550 550 405 630 1140

280M-4-6 457 419 190 75 140 20 67,5 280 24 500 450 550 0 18,5 5 550 550 405 630 1140

315S-2 508 406 216 65 140 18 58 315 28 600 550 660 0 24 6 635 620 504 755 1310

315S-4-6 508 406 216 80 170 22 71 315 28 600 550 660 0 24 6 635 620 504 755 1340

315M-2 508 457 216 65 140 18 58 315 28 600 550 660 0 24 6 635 620 504 755 1410

315M-4-6 508 457 216 80 170 22 71 315 28 600 550 660 0 24 6 635 620 504 755 1440

315L-2 508 508 216 65 140 18 58 315 28 600 550 660 0 24 6 635 620 504 755 1460

315L-4-6 508 508 216 80 170 22 71 315 28 600 550 660 0 24 6 635 620 504 755 1490

355M-2 610 560 254 75 140 20 67,5 355 28 740 680 800 0 24 6 730 710 950 840 1520

355M-4-6 610 560 254 95 170 25 86 355 28 740 680 800 0 24 6 730 710 950 840 1550

355L-2 610 630 254 75 140 20 67,5 355 28 740 680 800 0 24 6 730 710 950 840 1620

355L-4-6 610 630 254 95 170 25 86 355 28 740 680 800 24 6 730 710 950 840 1650

T

Mounting Dimensions Overall Dimensions






	01f91ae41e9a15bc2d02eba5db5ba81bf9ce162e281cd9cec6b7805d0218db19.pdf
	60a210a595af0b9fd40f71611f48500a95a9da13e76bd134b461b82d4abefe63.pdf

